D-Link 

Building Networks for People 




Multi-Computer 
Management Made Easy 




Control 8 Computers From 
One Console Computer 

Keyboard Hot-Key 
Commands 

Daisy-Chain Up To Eight 
DKVM-8E's (64 PCs Total) 

No Drivers Needed 

Quickly Switch Among 
Computers 

Standard Cables Included 
Supports Scroll Mice 
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8-Port Stackable 

KVM Switch 



The D-Link DKVM-8E Keyboard, Video, and 
Mouse (KVM) switch allows you to take 
control of eight different server PCs using just 
one keyboard, monitor, and mouse. It's easy to 
use, powerful, and scaleable. In addition, eight 
DKVM-8E switches (banks) can be stacked 
together to control up to 64 PCs. 

The DKVM-8E utilizes advanced 
microprocessor emulation to intelligently 
manage each KVM port. This allows 
simultaneous boot-up of all the attached PCs. 

The DKVM-8Es intelligent microprocessors 
save CAPSLOCK, NUM LOCK, and SCROLL 
LOCK status for each PC. It supports VGA, 



SVGA and MultiSync monitors at up to 1920 x 
1440 resolution. Support for AT type PC with 
serial mouse ports are included using a mouse 
conversion technology. 

The DKVM-8E's on-screen display (OSD) 
provides a friendly interface and features naming 
and selecting of a specific PC, as well as 
password protection for advanced security. 
Hot-plug, auto-scan, audible feedback and 
keyboard "Hot Keys" make this device simple 
to use and manage. Also, two control buttons 
located on the front panel allow you to select a 
specific PC among the attached DKVM-8E and 
all stacked switchs. 



8-Port Stackable 

KVM Switch 



SPECIFICATIONS 

Computer Connections Max. PC Control 

8 64 

LEDs Bandwidth 

Bank and Active Port Display 200M Hz 



Client/Host Connectors Form Factor 

• Keyboard: 6-pin Mini-DIN 1 9" Rack Mount 
Female PS/2 

• Mouse: 6-pin Mini-DIN Female Dimension ( Lx WxH in) 

f^ /2 - tt~\t~\t~i 1 ^ • , 16.14x6.5x1.85 

• Monitor: HDDB 15-pin Female 



D-Link 



VGA, SVGA, XGA, MultiSync 



Weight 

4.85 lbs. 



Daisy-Chain Connector 

T ^^ M T'T^r e u^ Pin Enclosure Material 

F1DDB (Standard KVM Cable) 



Monitor Resolution 
Support 

Up to 1920x1440 

Display Data Channel 

DDCl, DDC2B, DDC2AB 

Keyboard State 

Saved and Restored 

On Screen Display 

Yes; Password Protected 

PC Control 

• Keyboard 

• Hot Key 

• Push Button 



Metal 

Operating Temperature 

32°F~104°F 

Storage Temperature 

0°F~140°F 

Operating Humidity 

0% ~ 80 % RH non-condensing 

Power Requirements 

DC 12V, 1A 

Compliances 

CE, FCC Class B, VCCI 

Safety 

UL 



Switching Confirmation Warranty 

Buzzer „ 

One Year 

Daisy-Chain Level 



D-Link Systems, Inc. 53 Discovery Drive I rvineO\ 92618 www.dlink.com 
©Copyright D-Link Systems, Inc. 2002. All rights reserved. D-Link®is a registered trademark of D-Link Systems, Inc 
Other trademarks or registered trademarks are the property of their respective manufacturers or owners. Price and 
specifications are subject to changes without notice. See inside package for warranty details. 
* 24/ 7 Tech Support is available only in USA. 
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Front View 



Bank Status Port Status 




Bank Select 



Port Select Power Switch 



Back View 

Daisy-Chain Console PC 1-8 
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Package Contents 

• DKVM-8E 8-Port KVM Switch 

• Manual 

• Power Adapter 

• Three 3-in-l KVM Cables 

• DB-9 to 6-Pin Mouse Converter 

• Rack-Mount Kit 

Product Information 

Part No: DKVM-8E 
Description: 8-Port KVM Switch 
UPC: 790069-240249 
D-Link Systems, I nc. 
TEL: (800) 326-1688 
www.dlink.com 
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